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General
L-PWP03A is a 3 W, cost-competitive and multi-purpose 
loudspeaker designed for surface wall mount. It is ideal 
for distributing sound evenly. The loudspeaker is sup-
plied with a back box and has a built-in protection to 
ensure a longer operating life. The water resistant cone 
unit guarantees a clear acoustic performance free from 
unwanted interference under humid conditions. Stylish, 
compact and unobtrusive design makes it suitable for 
general public address applications such as shopping 
malls, supermarkets, and educational institutes, office 
buildings, hotels and restaurants. The loudspeaker is 
CE and RoHS compliant.

Mounting
A keyhole in the rear panel provide easy and quick wall 
mounting by only one screw.

Power setting
The unit is equipped with a spring type terminal on 
the back which allows easy connection by simply tuck 
and press as well as power tapping, saving both time 
and cost.

P Water resistant cone

P Powerful and intelligible audio performance

P Suitable for humid condition

P Stylish design

P Simple power setting

P High strength and fire resistant ABS enclosure

P Easy installation and cost effective

P CE and RoHS compliant

RoHS

581275 (L-PWP03A)
3 W Cabinet Loudspeaker

Frequency response

Circuit diagram

Com

1.5 W

3 W



Dieselstraße 2, Phone: +49 2131 40615-600 www.esser-systems.com 
41469 Neuss, Germany Fax: +49 2131 40615-606 info@esser-systems.com
  
Lemböckgasse 49, Phone: +43 1 600 6030 www.hls-austria.com
1230 Vienna, Austria Fax: +43 1 600 6030-900 hls-austria@honeywell.com  

Novar GmbH a Honeywell Company

Honeywell Life Safety Austria GmbH

60mm

1
3
0
m
m

120m m

Order information Part No.

3 W cabinet loudspeaker L-PWP03A 581275

Specifications

Rated power 3  W

Power tapping 3 / 1.5 W

Rated impedance 3.3 / 6.7 kΩ

SPL 1 W / 1 m 88 dB

Frequency range (- 10 dB) 300 ... 6000 Hz

Dispersion angle 180 °

Operating temperature -25 °C ... 55 °C

Storage temperature -40 °C ... 70 °C

Relative humidity < 95 % non condensing

Material ABS

Color White, similar to RAL 9010

Weight approx. 0.4 kg

Dimensions W: 120 mm H: 60 mm D: 30 mm

Dimensions Polar diagram
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